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. Specifications VIBRATORY PLATES
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Mem ———  Model] w1 | w03 | w03 |

WEIGHT kg(lb)
Operating weight

Flywheel horsepower

PERFORMANCE:

60(132)
2.6(1.9)/3600

78(172)
2.6(1.9)/3600

86(190)

HP(kW)/RPM 3.4(2.5)/3600

Travel speed km/h(MPH) 1.6 (1.0) 1.6 (1.0) 1.6 (1.0)
Cycle of vibration: CPM 5500 5500 5500
Centrifugal force kg(lb) 1000 (2200) 1500 (3310) 1500 (3310)
ROBIN ROBIN ROBIN
EY15D EY15D EY20D
4-cycle 4-cycle 4-cycle
gasoline gasoline gasoline
TRANCSMITTING SYSTEM:
—-
DIMENSIONS: mm(ft.in)
Overall length 860(2°10") 870(2°'10") 870(2°10")
Overrall width 360(1" 2“) 380(1° 3") 450(1°' 6")
Overall height 830(2° 9) 1 840(2°' 9") 840(2' 9'')
Plate length 525(1" 9) 550(1°10") 550(1°10"")
Plate width 360(1° 2”) 380(1° 3") 450(1° 6")

CAPACITY: |
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